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Specification Description

Automatic Ice 

Detection and 
Tracking

300 Simultaneous Tracks

Measured Ice Target 
Characteristics

Location: Determines the coordinates of the ice. 
Drift Vector: Determines the direction and speed of ice target drift.

Sea Ice Drift Analysis 
(Optional)

Display the drift vectors of various points in an ice pack to help visualize the drift and deformation of 
the pack.

Detection Range Dependent on target and radar characteristics

FLIR IR Camera 

Integration
Multi-Camera Support: Up to 4 cameras 
Display Integration: FLIR imaging supported in user interface 
Manual Control: Control of FLIR models from user interface 
Automatic Tracking: System directs cameras to radar ice targets

Screen Recording Recording of operator screens for later analysis, playback and training

Raw Data Recording Recording of raw captured radar data for later playback allowing training simulated live systems

Geo-Location 
Averaging

Up to 128 scans geo-located and averaged for enhanced radar imaging

Navigation Chart 
Support

Integrates with Garmin Navionics

AIS Integration AIS Class A and Class B support

Geo-Referenced 
Notes

Geo-ťxed notes viewable locally

Geo-Fixed & Site 
Relative Guard/
Exclusion Zones

32 zones to selectively tailor areas to be excluded or included

sigma S6 Integrated 
Systems

Concurrently operate other sigma S6 systems on the sigma S6 Ice Navigator hardware (including 
Small Target Surveillance, WaMoS®II, Current MonitorTM, WaveSignalTM [additional hardware module 
required], and Oil Spill Detection)

While we strive for accuracy in this document, we cannot guarantee it due to potential changes in speciťcations, options, and 
availability. Errors and omissions are exempted, and we reserve the right to limit quantities.
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